
QR CODE:

FEATURES & BENEFITS:
Extremely high concentrate- Economical to use. 
BRILLIANT BLUE- Aesthetically pleasing.

APPLICATIONS:
This product is designed to inhibit the penetration of solar radiation and light through water.

DIRECTIONS:
SHADE should be applied at the rate of one gallon per 10,000 gallons of water*. Due to the intro-
duction of new water to your system, SHADE should be reapplied as needed to maintain color.  
NOTE: For dye stains, common chlorine bleach will reduce or remove most stains.

CUSTOMERS WHO USED THIS PRODUCT ALSO USED:

FORMULATION:
Blend of inert dyes, wetting agents, combined in a miscible aqueous carrier.

TARGET ACCOUNTS:
Golf courses, resorts, shopping malls, amusement parks, county, state and federal bldgs.

SPECIAL CAUTIONS:
Dye may stain clothing or work areas.
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SHADE is a scientific blend of inert dyes which when introduced into water alters 
the color of the water, producing the ultimate in aesthetic value.   SHADE is safe 
and is harmless to humans and animals when used in accordance with recom-
mended dilutions.  Shading of water is a proven method of effectively producing 
the desired results in industrial ponds, fish ponds, golf course ponds, irrigation 
canals, decorative pools, etc.

PACKAGING
AVAILABILITY

Bulk Liquid: 1g, 6g, 
15g, 30g and 55g 
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